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A B C A B C

540 220-560 8-M16  32

Ø
16

0
Ø
3

SR10

375
60 7050

17
5

28
0

550 250-600 8-M20  40

Ø
16

0
Ø
4

SR15

400
75 14050

21
0

35
0

2000

540

530×530

560

220

150

67

9

45

22.2

358

326

238.0

127/159

50

20.0

442

402

193.0

157/196

225

88/110

198/247

55

18.2

535

486

159.0

190/237

D 200

i850

i850

17.5

20/25

13/16

50

300

50 

22.0

497

452

224.0

169/207

55

20.0

601

547

185.0

204/251

253

95/116

195/239

2500

550

580×580

600

250

160

 67 

13

60

18.3

715

651

156.0

243/298

i1100

D 250

i1100
17.5

25/31

16/20

50

350

70
14

0
21

0
28

0
35

0

70
140

210
280

350

20
0

200

40-M20Ø100

400

10
0 8-Ø33

800

80
0

23

16
41

36

70
14

0
21

0
28

0
35

0

70
140

210
280

350

20
0

200

36-M20Ø100

400

10
0 12-Ø33

860

86
0

100

40
0

23

16
41

36

5490

2930

18
95

515

4230 10
5

14
27

21
28

.5

16
80

10
60

53
0

13
25

41
0

1530

530
810 720

5833.5

3008.5

19
70

701

4925 10
5

14
73

21
74

.5

17
55

10
75

58
0

13
65

44
0

1630

580
870 760

Parameter

kN

mm

mm

mm

mm

mm

kN

Pcs

mm

L/D

cm³

g

Mpa

g/s

mm

mm/s

rpm

Mpa

kW

kW

kg

L

Unit：mm

Unit：mm

Clamping force

Clamping stroke

Tie bar distance

Max.mold height

Min.mold height

Ejector stroke

Ejector force

Ejector quantity

Clamping Unit Unit

Unit

Unit

Screw diameter

Screw L/D ratio

Shot size(Theoretical)

Injection weight(PS)

Injection pressure

Injection rate into air(PS)

Injection stroke

Injection speed

Screw rotation spee

Injection unit

Other
Max. pump pressure

Pump motor power

Heat power

Hopper capacity

Oil tank capacity

Machine Dimension

Platen Dimension
kN

mm

mm

mm

mm

mm

kN

Pcs

mm

L/D

cm³

g

Mpa

g/s

mm

mm/s

rpm

Mpa

kW

kW

kg

L

Unit：mm

Unit：mm

Clamping force

Clamping stroke

Tie bar distance

Max.mold height

Min.mold height

Ejector stroke

Ejector force

Ejector quantity

Clamping Unit Unit

Unit

Unit

Screw diameter

Screw L/D ratio

Shot size(Theoretical)

Injection weight(PS)

Injection pressure

Injection rate into air(PS)

Injection stroke

Injection speed

Screw rotation spee

Injection unit

Other
Max. pump pressure

Pump motor power

Heat power

Hopper capacity

Oil tank capacity

Machine Dimension

Platen Dimension
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A B C A B C

650 250-650 8-M20  40

Ø
16

0
Ø
4

SR15

450
75 14050

28
0

42
0

690 280-700 8-M20  40

Ø
16

0
Ø
4

SR15

450
75 14050

28
0

42
0

55 

21.8

656

597

229.0

203/242

60 

20.0

780

710

193.0

241/288

276

94/112

202/241

3000

650

630×630

650

250

160

67

13

65

18.5

916

833

164.0

283/338

i1500

D 300

i1500
17.5

31/37

19/24

50

500

60

21.7

845

769

226.0

245/284

65

20.0

992

903

193.0

288/334

299

95/110

195/225

3500

690

680×680

700

280

160

 67

13

70

18.6

1151

1047

166.0

334/387

i1900

D 350

i1900

17.5

37/43

 25/31

50

550

14
0

21
0

28
0

35
0

42
0

140
210

280
350

420

20
0

200

32-M20

400

10
0 12-Ø33

40
0

100

Ø100

940

94
0

23

16
41

36

14
0

21
0

28
0

35
0

42
0

140
210

280
350

420

20
0

200

32-M20

400

10
0 12-Ø33

40
0

100

Ø100

1005

10
05

23

16
41

36

C

6530

3400

19
90

750

5410 10
5

14
70

23
21

.5

17
75

10
35

63
0

13
50

48
0

1700

630
905 795

6720

3560

20
25

810

5670 10
5

15
15

23
67

18
37

.5

10
42

.5
68

0

13
82

.5
51

2.
5

1811

680
980.5 830.5

kN

mm

mm

mm

mm

mm

kN

Pcs

mm

L/D

cm³

g

Mpa

g/s

mm

mm/s

rpm

Mpa

kW

kW

kg

L

Unit：mm

Unit：mm

Clamping force

Clamping stroke

Tie bar distance

Max.mold height

Min.mold height

Ejector stroke

Ejector force

Ejector quantity

Clamping Unit Unit

Unit

Unit

Screw diameter

Screw L/D ratio

Shot size(Theoretical)

Injection weight(PS)

Injection pressure

Injection rate into air(PS)

Injection stroke

Injection speed

Screw rotation spee

Injection unit

Other
Max. pump pressure

Pump motor power

Heat power

Hopper capacity

Oil tank capacity

Machine Dimension

Platen Dimension
kN

mm

mm

mm

mm

mm

kN

Pcs

mm

L/D

cm³

g

Mpa

g/s

mm

mm/s

rpm

Mpa

kW

kW

kg

L

Unit：mm

Unit：mm

Clamping force

Clamping stroke

Tie bar distance

Max.mold height

Min.mold height

Ejector stroke

Ejector force

Ejector quantity

Clamping Unit Unit

Unit

Unit

Screw diameter

Screw L/D ratio

Shot size(Theoretical)

Injection weight(PS)

Injection pressure

Injection rate into air(PS)

Injection stroke

Injection speed

Screw rotation spee

Injection unit

Other
Max. pump pressure

Pump motor power

Heat power

Hopper capacity

Oil tank capacity

Machine Dimension

Platen Dimension

Parameter
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A B C A B C

750 280-750 8-M20  40

Ø
20

0
Ø
4

SR15

500
70 14050

35
0

49
0

800 300-780 8-M20  40

Ø
20

0
Ø
4

SR15

500
80 14050

35
0

49
0

65

23.7

1161

1057

222.0

250/296

350

83/98

169/200

70

22.0

1347

1226

191.0

290/343

4000

750

730×730

750

280

200

 124 

13

75

20.5

1546

1407

167.0

333/394

i2500

D 400

i2500

17.5

37/43

26/33

50

740

70

23.6

1516

1380

212.0

309/380

394

 88/109

190/234

75

22.0

1741

1584

185.0

355/437

4500

800

780×780

780

300

200

124 

13

80

20.6

1981

1802

162.0

404/497

i3200

D 450

i3200
17.5

43/53

32/39

50

780
14

0
21

0
28

0
35

0

49
0

42
0

140
210

280
350

420
490

36-M20

400

10
0 12-Ø33

40
0

100

20
0

200

Ø100

1070

10
70

23

16
41

36

14
0

21
0

28
0

35
0

42
0

36-M20

400

10
0 12-Ø33

40
0

100

49
0

140
210

280
350

420
490

20
0

200

Ø100

1155

11
55

23

16
41

36

4085

19
60

950

7877

25
13

16
84

10
5

18
05

95
5

73
0

2152
730

1094.5 884.5

54
5

13
20

4085

19
60

950

7877

25
13

16
84

10
5

18
05

95
5

73
0

2152
730

1094.5 884.5

54
5

13
20

kN

mm

mm

mm

mm

mm

kN

Pcs

mm

L/D

cm³

g

Mpa

g/s

mm

mm/s

rpm

Mpa

kW

kW

kg

L

Unit：mm

Unit：mm

Clamping force

Clamping stroke

Tie bar distance

Max.mold height

Min.mold height

Ejector stroke

Ejector force

Ejector quantity

Clamping Unit Unit

Unit

Unit

Screw diameter

Screw L/D ratio

Shot size(Theoretical)

Injection weight(PS)

Injection pressure

Injection rate into air(PS)

Injection stroke

Injection speed

Screw rotation spee

Injection unit

Other
Max. pump pressure

Pump motor power

Heat power

Hopper capacity

Oil tank capacity

Machine Dimension

Platen Dimension

kN

mm

mm

mm

mm

mm

kN

Pcs

mm

L/D

cm³

g

Mpa

g/s

mm

mm/s

rpm

Mpa

kW

kW

kg

L

Unit：mm

Unit：mm

Clamping force

Clamping stroke

Tie bar distance

Max.mold height

Min.mold height

Ejector stroke

Ejector force

Ejector quantity

Clamping Unit Unit

Unit

Unit

Screw diameter

Screw L/D ratio

Shot size(Theoretical)

Injection weight(PS)

Injection pressure

Injection rate into air(PS)

Injection stroke

Injection speed

Screw rotation spee

Injection unit

Other
Max. pump pressure

Pump motor power

Heat power

Hopper capacity

Oil tank capacity

Machine Dimension

Platen Dimension

Parameter
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A B C A B C

840 320-800 8-M20  40

Ø
20

0
Ø
4

SR15

500
80 14050

35
0

49
0

900 400-900 8-M20  40

Ø
25

0
Ø
4

SR15

580
35 14050

56
0

75

23.5

1785

1624

217.0

373/429

404

93/107

167/193

80

22.0

2031

1848

190.0

424/488

5000

840

820×820

800

320

200

124

17

85

20.7

2293

2086

169.0

479/550

i3800

i3800

D 500

17.5

53/61

37/46

50

900

80

23.4

2242

2040

220.4

382/462

446

84/101

156/189

85

22.0

2531

2303

195.2

431/522

6000

900

880×880

900

400

260

182 

21

90

20.8

2837

2582

174.1

484/585

i4800

i4800

D600

17.5

56/67

 39/48

100

950

14
0

21
0

28
0

35
0

42
0

60-M20

400

10
0 12-Ø3340
0

100

49
0

56
0

700

15
0 4-Ø53

140
210
280
350
420
490
560

20
0

200

Ø100

1205

12
05

23

16
41

36

14
0

28
0

35
0

42
0

49
0

60-M20

400

10
0

12-Ø3340
0

100

56
0

700

15
0

70
0

150

8-Ø53

21
0

140

280
350
420
490
560

210

20
0

200

Ø120

1285

12
85

23

16
41

36

4360

20
87

.5

958

8690

25
66

.5
18

27
10

5

19
65

95
7.

5
82

0

2094
820

1179.5 914.5

61
2.

5
13

67
.5

4945

21
40

1000

9605

27
72

17
40

10
5

19
50

92
0

88
0

2019
880

1059.5 959.5

65
2.

5
13

60

kN

mm

mm

mm

mm

mm

kN

Pcs

mm

L/D

cm³

g

Mpa

g/s

mm

mm/s

rpm

Mpa

kW

kW

kg

L

Unit：mm

Unit：mm

Clamping force

Clamping stroke

Tie bar distance

Max.mold height

Min.mold height

Ejector stroke

Ejector force

Ejector quantity

Clamping Unit Unit

Unit

Unit

Screw diameter

Screw L/D ratio

Shot size(Theoretical)

Injection weight(PS)

Injection pressure

Injection rate into air(PS)

Injection stroke

Injection speed

Screw rotation spee

Injection unit

Other
Max. pump pressure

Pump motor power

Heat power

Hopper capacity

Oil tank capacity

Machine Dimension

Platen Dimension

kN

mm

mm

mm

mm

mm

kN

Pcs

mm

L/D

cm³

g

Mpa

g/s

mm

mm/s

rpm

Mpa

kW

kW

kg

L

Unit：mm

Unit：mm

Clamping force

Clamping stroke

Tie bar distance

Max.mold height

Min.mold height

Ejector stroke

Ejector force

Ejector quantity

Clamping Unit Unit

Unit

Unit

Screw diameter

Screw L/D ratio

Shot size(Theoretical)

Injection weight(PS)

Injection pressure

Injection rate into air(PS)

Injection stroke

Injection speed

Screw rotation spee

Injection unit

Other
Max. pump pressure

Pump motor power

Heat power

Hopper capacity

Oil tank capacity

Machine Dimension

Platen Dimension

Parameter
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A B C A B C

940 400-940 8-M20  40

Ø
25

0
Ø
4

SR15

580
35 14050

56
0

980 400-980 12-M24  48

Ø
25

0
Ø
4

SR15

580
105

70 105
50

42
0

63
0

85

23.3

2684

2442

217.0

469/558

17.5

67/80

44/55

100

1150

90

22.0

3009

2738

193.6

526/625

473

91/108

131/156

7000

980

960×960

980

400

260

182 

21

100

19.8

3715

3381

156.8

650/772

i5800

D700

80

23.4

2242

2040

220.4

382/462

17.5

56/67

39/48

100

950

85

22.0

2531

2303

195.2

431/522

446

84/101

156/189

6500

940

920×920

940

400

260

182 

21

90

20.8

2837

2582

174.1

484/585

i4800

D650

i5800i4800
50

22
56

29

50

22
56

29

4900

21
75

1000

9240

27
72

17
40

10
5

19
75

90
0

92
0

2079
920

1089.5 989.5

67
0

13
60

4962

21
90

1250

9832

27
87

17
55

10
5

20
10

89
0

96
0

2129
960

1114 1015

71
5

13
70

kN

mm

mm

mm

mm

mm

kN

Pcs

mm

L/D

cm³

g

Mpa

g/s

mm

mm/s

rpm

Mpa

kW

kW

kg

L

Unit：mm

Unit：mm

Clamping force

Clamping stroke

Tie bar distance

Max.mold height

Min.mold height

Ejector stroke

Ejector force

Ejector quantity

Clamping Unit Unit

Unit

Unit

Screw diameter

Screw L/D ratio

Shot size(Theoretical)

Injection weight(PS)

Injection pressure

Injection rate into air(PS)

Injection stroke

Injection speed

Screw rotation spee

Injection unit

Other
Max. pump pressure

Pump motor power

Heat power

Hopper capacity

Oil tank capacity

Machine Dimension

Platen Dimension

kN

mm

mm

mm

mm

mm

kN

Pcs

mm

L/D

cm³

g

Mpa

g/s

mm

mm/s

rpm

Mpa

kW

kW

kg

L

Unit：mm

Unit：mm

Clamping force

Clamping stroke

Tie bar distance

Max.mold height

Min.mold height

Ejector stroke

Ejector force

Ejector quantity

Clamping Unit Unit

Unit

Unit

Screw diameter

Screw L/D ratio

Shot size(Theoretical)

Injection weight(PS)

Injection pressure

Injection rate into air(PS)

Injection stroke

Injection speed

Screw rotation spee

Injection unit

Other
Max. pump pressure

Pump motor power

Heat power

Hopper capacity

Oil tank capacity

Machine Dimension

Platen Dimension

Parameter

14
0

21
0

28
0

35
0

42
0

49
0

60-M24

400

10
0 12-Ø3340
0

100

56
0

700

15
0

70
0

150

8-Ø53

140

280
210

350
420
490
560

20
0

200

Ø120

1340

13
40

14
0

21
0

28
0

35
0

42
0

49
0

76-M24

400

10
0 12-Ø3340
0

100

56
0

700

15
0

70
0

150

8-Ø53

63
0

140
210

280
350
420
490
560
630

20
0

200

Ø120

1410

14
10
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A B C A B C

1050 450-1020 12-M24  48

Ø
25

0
Ø
4

SR15

640
105

70 105
50

42
0

63
0

90

24.4

3276

2981

231.1

513/633

100

22.0

4045

3681

187.2

633/781

515

89/109

108/133

8000

1050

1020×1020

1020

450

300

182 

21

110

20.0

4894

4454

154.7

766/945

i7500

D800

i7500

17.5

78/97

56/69

100

1300

90

24.4

3276

2981

231.1

513/633

100

22.0

4045

3681

187.2

633/781

515

89/109

108/133

9000

1130

1080×1080

1100

500

300

182 

21

110

20.0

4894

4454

154.7

766/945

i7500

D900

i7500
17.5

78/97

56/69

100

1300

17
5

24
5

31
5

38
5

45
5

76-M24

400

10
0 12-Ø3340
0

100

52
5

700

15
0

70
0

150

8-Ø53

59
5

175
245
315
385
455
525
595

66
5

665

20
0

200

Ø120

1490

14
90

50

22
56

29

17
5

24
5

31
5

38
5

45
5

76-M24

400

10
0 12-Ø3340
0

100

52
5

700

15
0

70
0

150

8-Ø53

59
5

175
245
315
385
455
525
595

66
5

665

20
0

200

Ø120

1570

15
70

50

22
56

29

5420

23
60

1200

10720

28
92

18
60

10
5

21
47

95
7

10
16

2222
1016

1168 1054

74
5

14
65

5660

24
55

1200

11340

28
92

18
60

10
5

21
85

92
5

10
80

2444
1080

1340 1104

79
5

14
65

1130 500-1100 12-M24  48

Ø
25

0
Ø
4

SR15

640
105

70 105
50

42
0

70
0

kN

mm

mm

mm

mm

mm

kN

Pcs

mm

L/D

cm³

g

Mpa

g/s

mm

mm/s

rpm

Mpa

kW

kW

kg

L

Unit：mm

Unit：mm

Clamping force

Clamping stroke

Tie bar distance

Max.mold height

Min.mold height

Ejector stroke

Ejector force

Ejector quantity

Clamping Unit Unit

Unit

Unit

Screw diameter

Screw L/D ratio

Shot size(Theoretical)

Injection weight(PS)

Injection pressure

Injection rate into air(PS)

Injection stroke

Injection speed

Screw rotation spee

Injection unit

Other
Max. pump pressure

Pump motor power

Heat power

Hopper capacity

Oil tank capacity

Machine Dimension

Platen Dimension
kN

mm

mm

mm

mm

mm

kN

Pcs

mm

L/D

cm³

g

Mpa

g/s

mm

mm/s

rpm

Mpa

kW

kW

kg

L

Unit：mm

Unit：mm

Clamping force

Clamping stroke

Tie bar distance

Max.mold height

Min.mold height

Ejector stroke

Ejector force

Ejector quantity

Clamping Unit Unit

Unit

Unit

Screw diameter

Screw L/D ratio

Shot size(Theoretical)

Injection weight(PS)

Injection pressure

Injection rate into air(PS)

Injection stroke

Injection speed

Screw rotation spee

Injection unit

Other
Max. pump pressure

Pump motor power

Heat power

Hopper capacity

Oil tank capacity

Machine Dimension

Platen Dimension

Parameter
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Unit：mm

Unit：mm

Clamping force

Clamping stroke

Tie bar distance

Max.mold height

Min.mold height

Ejector stroke

Ejector force

Ejector quantity

Clamping Unit Unit

Unit

Unit

Screw diameter

Screw L/D ratio

Shot size(Theoretical)

Injection weight(PS)

Injection pressure

Injection rate into air(PS)

Injection stroke

Injection speed

Screw rotation spee

Injection unit

Other
Max. pump pressure

Pump motor power

Heat power

Hopper capacity

Oil tank capacity

Machine Dimension

Platen Dimension

kN

mm

mm

mm

mm

mm

kN

Pcs

mm

L/D

cm³

g

Mpa

g/s

mm

mm/s

rpm

Mpa

kW

kW

kg

L

Unit：mm
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Clamping force

Clamping stroke

Tie bar distance

Max.mold height

Min.mold height

Ejector stroke

Ejector force

Ejector quantity

Clamping Unit Unit

Unit
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Screw diameter

Screw L/D ratio

Shot size(Theoretical)

Injection weight(PS)

Injection pressure

Injection rate into air(PS)

Injection stroke

Injection speed

Screw rotation spee

Injection unit

Other
Max. pump pressure

Pump motor power

Heat power

Hopper capacity

Oil tank capacity

Machine Dimension

Platen Dimension

Parameter
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L

Unit：mm

Unit：mm

Clamping force

Clamping stroke

Tie bar distance

Max.mold height

Min.mold height

Ejector stroke

Ejector force

Ejector quantity

Clamping Unit Unit

Unit

Unit

Screw diameter

Screw L/D ratio

Shot size(Theoretical)

Injection weight(PS)

Injection pressure

Injection rate into air(PS)

Injection stroke

Injection speed

Screw rotation spee

Injection unit

Other
Max. pump pressure

Pump motor power

Heat power

Hopper capacity

Oil tank capacity

Machine Dimension

Platen Dimension
kN
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mm
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g
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Unit：mm

Unit：mm

Clamping force

Clamping stroke

Tie bar distance

Max.mold height

Min.mold height

Ejector stroke

Ejector force

Ejector quantity

Clamping Unit Unit

Unit

Unit

Screw diameter

Screw L/D ratio

Shot size(Theoretical)

Injection weight(PS)

Injection pressure

Injection rate into air(PS)

Injection stroke

Injection speed

Screw rotation spee

Injection unit

Other
Max. pump pressure

Pump motor power

Heat power

Hopper capacity

Oil tank capacity

Machine Dimension

Platen Dimension

Parameter
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Unit：mm

Unit：mm

Clamping force

Clamping stroke

Tie bar distance

Max.mold height

Min.mold height

Ejector stroke

Ejector force

Ejector quantity

Clamping Unit Unit

Unit

Unit

Screw diameter

Screw L/D ratio

Shot size(Theoretical)

Injection weight(PS)

Injection pressure

Injection rate into air(PS)

Injection stroke

Injection speed

Screw rotation spee

Injection unit

Other
Max. pump pressure

Pump motor power

Heat power

Hopper capacity

Oil tank capacity

Machine Dimension

Platen Dimension

Parameter
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Clamping force

Clamping stroke

Tie bar distance

Max.mold height

Min.mold height

Ejector stroke

Ejector force

Ejector quantity

Clamping Unit Unit

Unit

Unit

Screw diameter

Screw L/D ratio

Shot size(Theoretical)

Injection weight(PS)

Injection pressure

Injection rate into air(PS)

Injection stroke

Injection speed

Screw rotation spee

Injection unit

Other
Max. pump pressure

Pump motor power

Heat power

Hopper capacity

Oil tank capacity

Machine Dimension

Platen Dimension
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Unit：mm

Unit：mm

Clamping force

Clamping stroke

Tie bar distance

Max.mold height

Min.mold height

Ejector stroke

Ejector force

Ejector quantity

Clamping Unit Unit

Unit

Unit

Screw diameter

Screw L/D ratio

Shot size(Theoretical)

Injection weight(PS)

Injection pressure

Injection rate into air(PS)

Injection stroke

Injection speed

Screw rotation spee

Injection unit

Other
Max. pump pressure

Pump motor power

Heat power

Hopper capacity

Oil tank capacity

Machine Dimension

Platen Dimension

Parameter
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Unit：mm

Unit：mm

Clamping force

Clamping stroke

Tie bar distance

Max.mold height

Min.mold height

Ejector stroke

Ejector force

Ejector quantity

Clamping Unit Unit

Unit

Unit

Screw diameter

Screw L/D ratio

Shot size(Theoretical)

Injection weight(PS)

Injection pressure

Injection rate into air(PS)

Injection stroke

Injection speed

Screw rotation spee

Injection unit

Other
Max. pump pressure

Pump motor power

Heat power

Hopper capacity

Oil tank capacity

Machine Dimension

Platen Dimension

Components
 & 

Functions list

Components & Functions list --- For Clamping unit

Function description
 / Clamping unit

Platen with screw hole

Platen with T slot

Platen (According to Euromap2)

High rigid toggle system clamping unit

Mechanical and Electrical safety

Hydraulic safety

Hydraulic motor for mould height adjusting

Auto-mold height adjusting function

Mold open, closing and mold adjusting are controlled by transducer

Fix-quantity type auto central lubrication system

Auto-monitoring central lubrication system

Adjustable support for moving platen

Self-adjust hydraulic support for moving platen

High rigid steel slide tape for moving platen

Top safety cover for clamping unit

Auto safety door

EUROMAP 18 robot machanical interface

Mechanical limit for moving platen

Magnetic platen

Hydraulic/electrical unscrew device

Mould hunger

Widened door and covers

Safety pad under mould area

One group of water regulator

Two groups of water regulator

Quick coupling for water regulator

Two groups of air blaster

Glass cooling water regular

Self-lock value for mould height adjust

● Standard ○ Optional

Parameter
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● Standard ○ Optional

● Standard ○ Optional

Function description
 / International size

Standard screw

Special screw

Shut off nozzle

Two carriage cylinders

Transducer control for carriage cylinder

Screw rotating speed display

Plasticizing with hydraulic motor

Proportional back pressure control

Temp-monitoring for material feeding throat

Barrel Insulation cover

Nozzle cover

Self-lock valve for carriage forward

Barrel supporting device

Injection carriage turn out device

Material loading platform

Carriage central lubrication device

Carriage central auto lubrication device

Stainless heater bands

Ceramic heater band

Electrical plasticizing

Screw mobile feed hopper

Gas-assisted injection interface

Foam moulding

Hopper dryer

Stainless hopper

Components & Functions list --- For Injection i

Function description
 / International size

Components & Functions list --- For electric

TECHMATION Controller

KEBA Controller

200 groups mould parameter memory

All action instant monitoring

Production monitoring

Failure alarm display

Injection pressure turns to pressure holding status

I/O monitoring display

3 color light (with buzzer)

Motor overload protection

Front/back door emergency stop switch

5 pins socket of 380V/16A, one group

5 pins socket of 380V/16A, two groups

3 pins socket of 220V/16A, one group

5 pins socket of 380V/32A, two groups

5 pins socket of 380V/16A, one group

3 pins socket of 220V/16A, one group

Transformer for servomotor system

Power-saving with inverter

EURO MAP 12 robot interface

EURO MAP 67 robot interface

Double protection for heating

Safety relay monitoring

SSR heating control

Central network control system

Hot runner control system & interface

Instant power consumption monitoring

Instant clamping force monitoring

Components
 & 

Functions list
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Components
 & 

Functions list

● Standard ○ Optional

Components & Functions list --- For Hydraulic

Function description
 / International size

Function description
 / Clamping unit

Servo motor pump

Variable pump

Fixed pump

Electronic variable pump

With bigger oil pump and motor

Injection pressure turns to pressure holding status

Function-Multiple sets of injection sequently

Fast injection with accumulator

Injection servo valve

Oil level alarm

Self-lock suction oil filter

Cooling water valve

One group of core pullings(on moving platen)

Two groups of core pullings(on moving platen)

Three groups of core pullings(2 for moving platen, 1 for fixed platen)

Four groups of core pullings(2 for moving platen, 2 for fixed platen)

Quick clamping device

Eject on the fly  (eject with proportional control)

Plasticizing on the fly  (Plasticizing with proportional control)

Plasticizing & eject on the fly  (with proportional control)

Proportional control for clamping and open

Close loop control for clamping and open

Close loop control for eject

Components & Functions list --- For other functions

Function description

TEDERIC standard color

Shock-proof pad

Foundation steel plate, Foundation anchor bolts

Spare parts box, tools, mould clamps, easy broken parts, extended nozzle, operation manual

Special color

Higher machine frame

Robot

Magnetic (for hopper dryer)

Chiller

Mould temp controller

Dehumidifier

Autoloader

Fumigate wooden packaging

With full-tank hydraulic oil

Products fetching platform

● Standard ○ Optional


