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PRODUCT

P Full open modular design

Full open concise layout and modular design for easy to maintain,
forward and reversal installation are interchangeable,fixtures use
hanging assembly with the more human—centered treatment.

Double—axle AC servo

Double—axle AC servo closed-loop style control+pneumatic mecha—
nism,instructive free edition program style, convenient operation
multi-language menu style true color touch screen operation interface.

D Aluminum alloy section material
structural design

Integrated shaping aluminum section material craft
& technology.

The _most economic and reasonable
manipulator,ready for you

THIN WALL HIGH SPEED MACHINE SERIES | PRODUCT

SW3210

HIGH SPEED TWO AXIS

Up/down servo

Up/down servo synchronously fulfills arc ~ Speed

movement with horizontal servo,it combines

with inmold down standby functions etc,with |-t --7--=—=-p<-5>~

short production cycle, meanwhile it featu—
res as threeaxle simple and convenient
stacking etc.

Up/down servo synchronously
fulfills arc movement with
horizontal servo

Position

Torque

SERVO ROBOT

Arm servo configuration is suitable for high speed up and down,
it offers great convenience for you.
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O Product parameters

Stability Enhance Reduces Reduces
of product quality productivity scrap production cost
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. Adaptation
Tt fz:rthesft Main arm Thefirthesft Auxiliary iz qgaresft Arm and Standby Machine Machine  Cross Machine Base — injection
Model ﬂ?OSI I.On ° drive stroke position o arm stroke p?: 1on0 down stroke height width length travel height height 03 molding
emainarm earm EERE
X1 X2 X3 X4 X5 Y YM1 W L z H Hs Payload 1.M.M
SW3208DSG 760 200 / / / 1000 350 1527 2300 1700 1560 470 2 50-200T
SW3210DSG 760 200 / / / 1000 420 1527 2300 1700 1560 570 2 200-400T
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PRODUCT

D Aluminum alloy section material
structural design

Integrated shaping aluminum section materi—
al craft & technology.

The most economic and reasonable

robot,ready for you

THIN WALL HIGH SPEED MACHINE SERIES | PRODUCT

SW6610

HIGH SPEED THREE AXIS
SERVO ROBOT

Up/down servo

Up/down servo synchronously fulfills arc
movement with horizontal servo, it com—
bines with inmold down standby functions
etc,with short production cycle, mean—
while it features as threeaxle simple
and convenient stacking etc.

Speed Torque

Up/down servo synchronously
77777 fulfills arc movement with
horizontal servo
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Position

O Product parameters

Arm servo configuration is suitable for high speed up and down,
it offers great convenience for you.
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Stability Enhance Reduces Reduces
of product quality productivity scrap production cost
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: Adaptation

Model U f?rlhesfl EREN s fffthesft Auxiliary Uiz .llgaresft Armand Standby Dofvmltnfllepgth Machine Machine  Cross Machine Base load injection

ode POSION OF o ctroke POS™MOM O o rm stroke position o down stroke height OHStatation width length travel height height 02 molding

the main arm the arm thearm surface ;
machine
X1 X2 X3 X4 X5 Y YM1 YM2 W L VA H Hs Payload |.M.M

SW6608DSG 760 700 / / / 1000 350 450 1527 2300 1700 1560 470 2 50-200T

SW6610DSG 760 700 / / / 1000 420 580 1527 2300 1700 1560 570 2 200-400T
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